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General image of Persa pergola

Profile cross-sections

Pergola dimensions

Support choices (Wall / Roof)

Panels depth choices

Pergola Persa 180X100 with a 160x120 parapet

Pergola Persa 160X85 with a 160x120 parapet

Gutter for Pergola Persa 

Motion transmission (motor)

General information on pergola Persa

Load resistance of  Persa pergola
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Pergola Persa

General view of the pergola.
 A folding, retractable roof pergola, exclusively designed by Metaform SA. Sturdy construction made of an 
aluminium alloy of top quality and aesthetics, using 25x3 aluminium panels, with insulation capabilities.
The controlled motion of the blinds provides ventilation to the space along with shading,protection from 
inclement weather and snowfall! 
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Pergola Persa

Profile cross-sections. 
The pergola Persa can be made either by rafter 180X100 or 160X85.

rafter 100Χ180 panel

tube
(not shown in diagram)

rafter 85Χ160

Aluminum wall cover.
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Maximum pergola projection & maximum rafter distance.

2 rafters 3 rafters

4 rafters

max 2,5 m

max 6,50 m

max 6,50 m

max 6,50 m

max 5 m

max 7,50 m

Pergola Persa

Length 3 m

6,5 m

2 pcs

6 m

6,5 m

3 pcs

9 m

6,5 m

4 pcs

12 m

6,5 m

5 pcs

15 m

6,5 m

6 pcsRafters (pc)

Max Projection
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Persa 160x85 pergola support options.

wall base 

Pergola Persa

151 mm

186 m
m
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Persa 180X100 pergola support options.

wall base 

Pergola Persa

98 mm

200 m
m
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Pergola Persa

Counterweight overhang choice.
Panels can extend a minimum of 1 cm from the rafter and a maximum of 25 cm.
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180X100

Details of the connection of a pergola Persa 180X100 with a 160x120 parapet.
Aluminium 160x120 parapet with 120x120 columns. Maximum column-to-column distance: 5 metres.
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160Χ120 Parapet

Pergola Persa
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180X100

Details of the connection of a pergola Persa 180X100 with a 160x120 parapet

Details of the rafter-parapet connection.

Details of the parapet column.

External detail of the 
Rafter -to-Parapet 
connection.
The total parapet length is 
always 2 cm longer than 
the total pergola length.

Persa 180X100 pergola 
with a protruding rafter 
and 14 cm Aluminium
Cover (Corbel) on a 
160x120 parapet.
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12 cm 20 cm

Α

B

Pergola Persa
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160X85

Details of the connection of a pergola Persa 160X85 with a 160x120 parapet.
Aluminium 160x120 parapet with 120x120 columns. Maximum column-to-column distance: 5 metres.
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Pergola Persa
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160X85

Details of the connection of a pergola Persa 160X85 with a 160x120 parapet.

External detail of the 
Rafter -to-Parapet 
connection.The total 
parapet length is always 
2 cm longer than the total 
pergola length.

Persa 160X85 pergola 
with a protruding rafter 
and 16 cm Aluminium 
Cover (Corbel) on a 
160x120 parapet.

Persa 160X85 pergola 
with a protruding rafter 
and 12 cm Aluminium 
Cover (Corbel) on a 
160x120 parapet.

Persa 160X85 pergola 
with a face rafter on the 
160x120 parapet, 12 cm 
Aluminium Cover (Corbel).

1

1 2 3 4

12 cm 20 cm

Α

B

Parapet column without 
rainwater extraction.

Pergola Persa

Details of the rafter-parapet connection.

Details of parapet column and rainwater extraction.
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Details of Gutter

218,34 mm

30
5 

m
m

Water Gutter for Persa Pergola.

Pergola Persa
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Pergola Persa

Motion transmission motor.

Motor cover detail

7 cm

Motion is transmitted in the Persa pergola by a tubular motor.
For pergolas with large areas and special requirements, two tubular motors can be installed.
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General information on pergola installation.

Pergola Persa

Α

Β

C
D

250
275
300
325
350
375
400
425
450
475
500
525
550
575
600
625
650

32,5
36

39,5
43

46,5
50

53,5
57

60,5
64

67,5
71

74,5
78

81,5
84

87,5

60
64
68
72
76
80
84
88
92
96

100
104
108
112
116
120
124

48
48
48
48
48
48
48
48
48
48
48
48
48
48
48
48
48

Measurements are in centimeters.

Α Β C D

Projection GradientDistance of Retracted Counterweights Depth
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Pergola Persa

Load Resistance.

Projection (cm) Projection (cm)Load (Kg/m2) Load (Kg/m2)

250
300
350
400
450
500
550
600
650

250
300
350
400
450
500
550
600
650

400
400
400
300
250
200
150
125
100

350
300
250
200
130
100
75
58
45

Α ΒPERSA 180X100 PERSA 160X85












